
ISO9002 Compliant

The JK Lighting small wall pack is UL listed for wet
locations. 

Prefix Wattage Lamp Type Fixture Type

JK SWP = Small Wallpack

Select an appropriate choice from each column

JK-42w-CFL-SWP-12Ov-PC
Typical ordering number

Features

Housing

Applications

The housing is manufactured of heavy duty die cast 
aluminum with a powder coated bronze finish and a 
hinged poly carbonate diffuser. Other colors are 
available upon request. A weatherproof silicone gasket is 
present for moisture and dust proof protection.  
Threaded 1/2” apertures are for securing conduit and 
photo control installation.  

Warehouse facilities
Shipping and receiving areas
Cold Storage facilities
Industrial plants

Lamp Included

9.089.08

8.508.50

8.198.19Button Photo Cell

Accessories

Glare Shield

Wire Guard

Vandal Shield

Sconce hood
(Glass Lens included)

42w CFL CFL =  Compact
            Fluorescent Lamp

Lighting Systems Small Wallpack CFL
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Voltage Options 

120v PC = Photocell
WG = Wire Guard
F = In-Line Fuse
SC = Sconce Hood
VS = Vandal Shield
GS = Glare Shield

SPECIAL NOTE:
When Ordering a Photocell
 voltage must be designated

277v
UNIV

Also available in
HID applications
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