
fluorescent lighting in harsh environments. These units seal out dust and moisture from the electrical components offering
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Prefix Lamps VoltageFixture Type Options 
JKST

Typical ordering number

            
            

120v

UNIV

S = Sensor Friendly
277v

JKST-117&232-CIT-VT-120-S

            
            

154-48 = 1 Lamp  54w      48"
254-48 = 2 Lamp  54w      48"

CIT-VT =

Approvals and/or Listings Underwriters Laboratories NSF International

Description

dust and moisture resistant
fiberglass body high impact acrylic or polycarbonate/ Lineal ribbed diffusers

poured in place gasket seal enclosure for most hostile environments.
continuous seal.

Gasketed Enclosures are  and require the installation of a striplight or channel type lighting 
fixture. The enclosures are composed of a  and a
with a

Citadel132-48 = 1 Lamp  32w      48"
117-24 = 1 Lamp  17w      48"

332-48 = 3 Lamp  32w      48"
232-48 = 2 Lamp  32w      48"

T5 •Watts Length• LampsT8 •Watts Length•

Select an appropriate choice from each column

T5 / T8
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Vapor Tight

JK Lighting’s CITADEL family of gasketed enclosures are designed to protect fluorescent lighting in harsh environments.

a wide range of applications.

polycarbonate or stainless steel latches
They are securely held in place by either

to assure a 

Durable stainless steel mounting hardware.
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Applications
Food Processing Facilities        Breweries        Kitchens        Parking Garages        Under Awnings        Laundries        Car Washes
Schools        Government Facilities        Road Tunnels        Livestock containment buildings        Industrial Facilities        Public Areas

• • • • • •
• • • • •

With Program
Start Ballast

Body

��51.65" Wide Plus Sensor

ANY COMBONATION 3-LAMP
IN CROSS SECTION MAXIMUM

CUSTOM APPLICATION
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