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Prefix Lamps VoltageFixture Type Options 
JKST

Typical ordering number

            
            

120v

UNIV354-48 = 3 Lamp  54w      48"

S = Sensor Friendly

254-96 = 3 Lamp  54w      96"

277v

JKST-VT-254-96-120-S

            
            

154-48 = 1 Lamp  54w      48"
254-48 = 2 Lamp  54w      48"

454-96 = 4 Lamp  54w      96"

VT =

654-96 = 6 Lamp  54w      96"
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VT Dimensions
4' Housing.       A              B                  C                D 

      7-5/8"          5-5/8"        3-5/8"            52" 
  

       7-5/8"          5-5/8"         3-5/8"     102-1/16"

VT Series - Vapor Tight
For Wet and Damp Locations

VT Series
Shallow enclosure is available in 4’ length only.

Approvals and/or Listings

Underwriters Laboratories
NSF International
U.S. Department of Agriculture
Canadian Standards Association

Description

dust and moisture resistant

fiberglass body
high impact acrylic / DR crepe pattern diffuser

continuous gasketed upper body
celcon retaining latches

continuous seal

VT

use in wet or damp locations

Gasketed Enclosures are  and 
require the installation of a striplight or channel type lighting 
fixture. The enclosures are composed of a  and 
a positioned
into the  slot and securely 
held in place by  that assure a 

.

By installing a U.L. listed fluorescent strip light or channel type 
lighting fixture into the Series Gasketed Enclosure and 
submitting the entire unit to Underwriters Laboratories, a U.L. 
Listed fixture suitable for  can be 
realized.

Vapor Tight
332-48 = 3 Lamp  32w      48"
232-96 = 3 Lamp  32w      96"

132-48 = 1 Lamp  32w      48"
232-48 = 2 Lamp  32w      48"

432-96 = 4 Lamp  32w      96"
632-96 = 6 Lamp  32w      96"
159-96 = 1 Lamp  59w      96"
259-96 = 2 Lamp  59w      96"
359-96 = 3 Lamp  59w      96"

T5 •Watts Length• LampsT8 •Watts Length•

Select an appropriate choice from each column

T5 / T8

Applications
Food Processing Facilities        Kitchens        Parking Garages
Car Washes        Schools        Government Facilities

®

V

8' Housing.       A              B                  C                D 

• •
••

• •

Stainless Steel latch
Used where specified
or required.

Molded Celcon White Latch
Used for general purpose 
applications.

Deep enclosure is available in 4’ and 8' lengths.

Industrial Facilities        Public Areas          andal Proof
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